
ROADWAY DESIGN

ENGINEER ENGINEER

SHEET NO.PROJECT REFERENCE NO.

U-3440

9
/
2
7
/
2
0
16

J
:\

1
7
1
0
0
1
4
2
2
\
t
r
a
n
s
p
o
r
t
a
t
i
o
n
\

D
e
s
i
g
n
\

R
o
a
d

w
a
y
\

P
r
o
j
\

U
-
3
4
4
0
_
r
d
y
_
t
y
p
.d

g
n

c
m

o
z
i
n
g
o

8
/
1
7
/
9
9

2A-2

SEE X-SECTIONS
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15"

-L- STA. 12+89.90 TO 25+00

15"

SEE DETAIL A
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’DETAIL A’

ALTERNATE PAVEMENT DESIGN
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’DETAIL B’

ALTERNATE PAVEMENT DESIGN

SEE DETAIL B
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*

*
AND GUARDRAIL LOCATIONS FOR THESE AREAS:
NOTE:  SEE CROSS SECTIONS FOR BERM WIDTH 

-L- 35+50 TO 36+50 LT
-L- 114+50 TO 117+00 LT

R4* R1* R4**

DOCUMENT NOT CONSIDERED FINAL

UNLESS ALL SIGNATURES COMPLETED

www.stantec.com

License No. F-0672

Stantec Consulting Services Inc.

801 Jones Franklin Road

Raleigh, NC  27606

Tel. (919) 851-6866

Fax. (919) 851-7024

Suite 300

GEOTEXTILE FOR PAVEMENT STABILIZATION

-L- STA. 125+25.00 TO 127+00.00
-L- STA. 117+50.00 TO 119+00.00
-L- STA. 97+25.00 TO 98+25.00
-L- STA. 85+50.00 TO 87+00.00
-L- STA. 69+00.00 TO 73+50.00
-L- STA. 40+50.00 TO 45+50.00

NOTE: 

THESE LOCATIONS TO BE INVESTIGATED DURING CONSTRUCTION.

THESE AREAS TO BE INVESTIGATED DURING CONSTRUCTION.

J3

12"

6"

12"
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MD

MD = MACHINE DIRECTION

GRADE TO THIS LINE

N1

K1
E1 D2 C1

VARIES SEE PLANSVARIES SEE PLANS

E2U16"

W1

4.5’

R2C1

D2E1

T1

K1

10"

6"

5’SW

S1

0.02

R5

-L- STA. 42+66.83 TO 44+42.41 LT

-L- STA. 138+56.05 TO 140+17.97 RT

10’

2’

BIKE
LANE

5’

DETAIL FOR CURB CHANNELIZATION

USE **R4 -L- END BRIDGE TO STA 70+76.71 (MEDIAN LT & RT)
USE **R4 -L- STA. 65+79.45 TO BEGIN BRIDGE (MEDIAN LT & RT)

-L- STA. 122+93.15 TO 124+38.69 LT
-L- STA. 68+94.88 (END BRIDGE LT)/68+86.32 (END BRIDGE RT) TO 122+93.15
-L- STA. 25+00.00 TO 67+64.88 (BEG. BRIDGE LT)/67+56.32 (BEG. BRIDGE RT)

(ALL BUT HISTORIC AREA)
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R1

R2

PROP. APPROX. 4", I19.B

PROP. VAR. DEPTH, TYPE I19.0B

R3 8"x18" CONCRETE CURB

A1

R4

D3

PROP. APPROX. 3", TYPE B25.0B

PROPOSED 4" AGREGATE BASE COURSE

2’-6" CONCRETE CURB AND GUTTER

2’-9" CONCRETE CURB AND GUTTER

4" CONCRETE SIDEWALK

EARTH MATERIAL

EXISTING PAVEMENT

PROP. APPROX. 3", TYPE S9.5B

PROP. VAR. DEPTH, TYPE S9.5B

C1

C2

D2

E2

E4

D1 PROP. APPROX. 2.5", I19.B

E1

J1

PROP. VAR. DEPTH, TYPE B25.0B

1’-6" CONCRETE CURB AND GUTTER

PROP. APPROX. 4", TYPE B25.0B

K1

(SEE STANDARD WEDGING DETAIL SHEET NO. 2A-1)

VARIABLE DEPTH ASPHALT PAVEMENT

PROPOSED 6" AGREGATE BASE COURSEJ2

V1

W1

T1

S1

(SEE STANDARD WEDGING DETAIL SHEET NO. 2A-1)

VARIABLE DEPTH ASPHALT PAVEMENT
W2

SUBGRADE STABILZATION

N1 GEOTEXTILE FOR PAVEMENT STABILIZATION

E3 PROP. APPROX. 4.5", TYPE B25.0B

FINAL PAVEMENT  DESIGN

U1

MILLING ASPHALT PAVEMENT. 3" DEPTH

R5 8"-12" CONCRETE CURB

12" CONCRETE TRUCK APRON

UNLESS SHOWN OTHERWISE.

NOTE: PAVEMENT EDGE SLOPES ARE 1:1

A2 6" PORTLAND CEMENT CONCRETE PAVEMENT

PROPOSED 8" AGREGATE BASE COURSEJ3

DocuSign Envelope ID: 68B95F1C-12A8-4109-ABCF-4C40ED6E54EC
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